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	1、 产品系列名称：出口直流变频多联 
2、 受控文件

1、 直流变频多联上出风外机

  
[image: image2.emf]上出风直流变频技 术参数表.doc


2、 直流变频多联侧出风外机
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3、 受控文件包含内容：
<一>、产品性能参数表及测试工况
<二>、室内外冷媒连接管允许长度和落差
<三>、产品安装尺寸
<四>、产品运行范围

<五>、产品电气安装

四、
自我责任声明
本参数表自受控之日起即时生效
从最新参数表下发之日6个工作日，已经下发的如下技术文件必须与最新
的参数表保持一致，否则将追究我的责任：
1、机组铭牌
2、机组说明书

3、技术服务手册（评审版）

4、设计选型手册合订本（适于经营部发外印刷前）

5、包装箱
我对英文版本参数的一致性负责。
参数表更改必须经过商用空调经营部或出口部的会签后才能下发或者更改。

参数表从PDM系统签审和发放。
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1. Parameter

		Models

		GMV-Pd224W/Na-M

		GMV-Pd280W/Na-M



		Rated cooling capacity (kW)

		kW

		22.4

		28.0



		Rated heating capacity (kW)

		kW

		25.0

		31.0



		Sound Pressure Level (dB(A))

		dB(A)

		58

		58



		Charge amount of R410A

		kg

		12

		13



		Power supply

		380V~415V 3N~50Hz

		380V~415V 3N~50Hz



		IPLV

		3.8

		3.7



		Rated


power

		Cooling

		kW

		7.5

		9.5



		

		Heating

		kW

		8.0

		9.3



		Rated


current

		Cooling

		A

		13.4

		16.9



		

		Heating

		A

		14.3

		16.6



		Dimension  (mm)


(Width×Dept×Height)

		930×770×1670

		930×770×1670



		Dimension of Package (mm)


(W×D×H)

		 1010×850×1870

		1010×850×1870



		Compressor

		Scroll type compressor×1

		Scroll type compressor×1



		Water-proof level

		IP24

		IP24



		Climate type

		T1

		T1



		Connection pipe

		Gas pipe

		mm

		Φ22.2

		Φ22.2



		

		

		Inch

		7/8

		7/8



		

		Liquid pipe

		mm

		Φ9.52

		Φ9.52



		

		

		Inch

		3/8

		3/8



		

		Connect mode

		Brazing Connection

		Brazing Connection



		Net  Weight

		kg

		250 237

		250 237



		Gross Weight

		kg

		270

		270



		Recommended power cord

		mm2×


pc

		6.0×5

		6.0×5





Note: a. Design of this unit accords with the Standard GB/T 18837-2002.


b. Cooling only unit (GMVL type) has no items on rate heating; 


 c. Refer to those parameters listed on nameplate.


 d. Noise was detected in semi-silenced room, so the actual noise value will be a litter higher for change of amnient.

     e. The charge amount of R410A in the list is only the sealed amount when outdoor unit outgoing. When installing, calculate the additional charge amount according to actual length of pipe and the matched indoor unit; 


f. Section area of lead wire is only applicable for 15-m distance.If above, increase the section area to avoid overload of current.


g. If outdoor fan of this unit with static pressure is needed, please specially notice it on purchase order.

h. A outdoor unit can connect with up to 16 indoor units.

		Models

		GMV-Pd335W/Na-M

		GMV-Pd400W/Na-M



		Rated cooling capacity (kW)

		kW

		33.5

		40.0



		Rated heating capacity (kW)

		kW

		36.5

		44.0



		Sound Pressure Level (dB(A))

		dB(A)

		58

		62



		Charge amount of R410A

		kg

		15

		16



		Power supply

		380V~415V 3N~50Hz

		380V~415V 3N~50Hz



		IPLV

		3.6

		3.6



		Rated


power

		Cooling

		kW

		11.4

		13.5



		

		Heating

		kW

		11.2

		13.2



		Rated


current

		Cooling

		A

		20.4

		24.1



		

		Heating

		A

		20.0

		23.6



		Dimension  (mm)


(Width×Dept×Height)

		1230×770×1670

		1230×770×1670



		Dimension of Package (mm)


(W×D×H)

		1310×850×1870

		1310×850×1870



		Compressor

		Scroll type compressor×1

		Scroll type compressor×1



		Water-proof level

		IP24

		IP24





		Climate type

		T1

		T1



		Connection pipe

		Gas pipe

		mm

		Φ28.6

		Φ28.6



		

		

		Inch

		9/8

		9/8



		

		Liquid pipe

		mm

		Φ12.7

		Φ12.7



		

		

		Inch

		1/2

		1/2



		

		Connect mode

		Brazing Connection

		Brazing Connection



		Net  Weight

		kg

		270

		270



		Gross Weight

		kg

		290

		290



		Recommended power cord

		mm2×


pc

		10.0×5

		10.0×5





Note: a. Design of this unit accords with the Standard GB/T 18837-2002.


b. Cooling only unit (GMVL type) has no items on rate heating; 


 c. Refer to those parameters listed on nameplate.


 d. Noise was detected in semi-silenced room, so the actual noise value will be a litter higher for change of amnient.

     e. The charge amount of R410A in the list is only the sealed amount when outdoor unit outgoing. When installing, calculate the additional charge amount according to actual length of pipe and the matched indoor unit; 


f. Section area of lead wire is only applicable for 15-m distance.If above, increase the section area to avoid overload of current.


g. If outdoor fan of this unit with static pressure is needed, please specially notice it on purchase order.

h. A outdoor unit can connect with up to 16 indoor units.


Rated working condition

		

		Indoor side state

		Outdoor side state



		

		Dry bulb temp. ℃

		Wet bulb temp. ℃

		Dry bulb temp. ℃

		Wet bulb temp. ℃



		Rated cooling

		27

		19

		35

		24



		Rated heating

		20

		15

		7

		6





Note: 1. The following listed cooling /heating capacity and noise is tested before outgoing; 


     2. The parameters below are tested under rated working condition. If there is any change to them, please refer to the nameplate; 


     3. The parameters of heating capacity of indoor unit for heat pump excluded that of auxiliary electric heating power. 


4. The performance parameters below are tested according to standard GB/T18837—2002 


2. Allowable Length and Drop Height of Connecting Pipe

Specifed according to the following table and figure:


		

		Allowable Value

		Fitting Pipe



		Total length (actual length) of fitting pipe

		300m

		L1+L2+L3+L4+L5+L6+a+b+…+i+j



		Length of farthest fitting pipe（m）

		Actual length

		100m

		L1+L3+L4+L5+L6+j



		

		Equivalent length

		125m

		



		length from the first branch to the furthest piping


L (m)

		40m

		L3+L4+L5+L6+ j



		Height difference between outdoor unit and indoor unit

		Outdoor unit at upper

		50m

		——



		

		Outdoor unit at lower

		40m

		——



		Height difference between indoor units（m）

		15m

		——
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3. Installation Dimension

Outline dimension drawing of GMV-Pd224W/Na-M 、GMV-Pd280W/Na-M
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Outline dimension drawing of GMV-Pd335W/Na-M 、GMV-Pd400W/Na-M
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Outdoor Unit Installation Holes
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GMV-Pd224W/Na-M, GMV-Pd280W/Na-M Outdoor Unit Installation Holes
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GMV-Pd335W/Na-M, GMV-Pd400W/Na-M Outdoor Unit Installation Holes




4. The range of production working temperature

		Cooling working range

		Outdoor  temperature10℃～48℃



		Heating working range

		Outdoor  temperature -18℃～27℃





5. Electrical Characteristics

		Model

		Circuit breaker

		Recommended lead (section×qty)



		GMV- Pd224W/Na-M

		32A

		6.0×5



		GMV- Pd280W/Na-M

		32A

		6.0×5



		GMV- Pd335W/Na-M

		40A

		10.0×5



		GMV- Pd400W/Na-M

		40A

		10.0×5
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1. Parameter

		Models

		GMV(L)-Pd100W/NaB-K

		GMV(L)-Pd120W/NaB-K



		Rated cooling capacity (kW)

		kW

		10.0

		12.0



		Rated heating capacity (kW)

		kW

		11.0

		14.0



		Sound Pressure Level (dB(A))

		dB(A)

		58

		58



		Charge amount of R410A

		kg

		7.0F①7.5

		7.0F①7.5



		Power supply

		220V～240，50Hz

		220V～240，50Hz



		IPLV

		3.8

		3.8



		Rated


power

		Cooling

		kW

		2.86

		3.4 F①3.5



		

		Heating

		kW

		2.6

		3.15 F①3.4



		Rated


current

		Cooling

		A

		14.2

		17.3



		

		Heating

		A

		13.2

		16.4



		Dimension  (mm)


(Width× Depth× Height)

		950×340×1250

		950×340×1250



		Compressor

		DC inverter dual-rotor type compressor×1

		DC inverter dual-rotor type compressor×1



		Water-proof level

		IPX4

		IPX4



		Climate type

		T1

		T1



		Connection pipe

		Gas pipe

		mm

		φ15.9

		φ15.9



		

		

		Inch

		5/8

		5/8



		

		Liquid pipe

		mm

		φ9.52

		φ9.52



		

		

		Inch

		3/8

		3/8



		

		Connect mode

		Brazing H①Flare Connection

		Brazing H①Flare Connection



		Net  Weight

		kg

		135 I★111

		135 I★111



		Gross Weight

		kg

		140 I★122

		140 I★122



		Recommended power cord

		mm2×


pc

		6.0×3

		6.0×3



		Dimension of Package (mm)


(W×D×H)

		1110×450×1280

		1110×450×1280





Note: a. Design of this unit accords with the Standard GB/T 18837-2002.


b. Cooling only unit (GMVL type) has no items on rated heating; 


 c. Refer to those parameters listed on nameplate.


 d. Noise was measured in semi-silenced room, so the actual noise value will be a little higher for change of amnient.

     e. The charge amount of R410A in the list is only the sealed amount when outdoor unit outgoing. When installing, calculate the additional charge amount according to actual length of pipe and the matched indoor unit; 


f. Section area of lead wire is only applicable for 15-m distance.If above, increase the section area to avoid overload of current.


g. If outdoor fan of this unit with static pressure is needed, please specially notice it on purchase order.

		Models

		GMV(L)-Pd140W/NaB-K

		GMV(L)-Pd160W/NaB-K



		Rated cooling capacity (kW)

		kW

		14.0

		16



		Rated heating capacity (kW)

		kW

		15.4

		17.6



		Sound Pressure Level (dB(A))

		dB(A)

		58

		60



		Charge amount of R410A

		kg

		7.0 F①7.5

		7.0 F①7.5



		Power supply

		220V～240，50Hz

		220V～240，50Hz



		IPLV

		4.4

		4.2



		Rated


power

		Cooling

		kW

		4.25 F①4.36

		4.9 F①4.98



		

		Heating

		kW

		3.8 F①4.05

		4.4 F①4.85



		Rated


current

		Cooling

		A

		20.5

		23.2



		

		Heating

		A

		19.6

		21.9



		Dimension  (mm)


(Width× Depth× Height)

		950×340×1250

		950×340×1250



		Compressor

		DC inverter dual-rotor type compressor×1

		DC inverter dual-rotor type compressor×1



		Water-proof level

		IPX4

		IPX4



		Climate type

		T1

		T1



		Connection pipe

		Gas pipe

		mm

		φ15.9

		φ19.05



		

		

		Inch

		5/8

		3/4



		

		Liquid pipe

		mm

		φ9.52

		φ9.52



		

		

		Inch

		3/8

		3/8



		

		Connect mode

		Brazing H①Flare Connection

		Brazing H①Flare Connection



		Net  Weight

		kg

		135 I★111

		135 I★115



		Gross Weight

		kg

		140 I★122

		140 I★122



		Recommended power cord

		mm2×


pc

		10.0×3

		10.0×3



		Dimension of Package (mm)


(W×D×H)

		1110×450×1280

		1110×450×1280





Note: a. Design of this unit accords with the Standard GB/T 18837-2002.


b. Cooling only unit (GMVL type) has no items on rated heating; 


 c. Refer to those parameters listed on nameplate.


 d. Noise was measured in semi-silenced room, so the actual noise value will be a little higher for change of ambient.

     e. The charge amount of R410A in the list is only the sealed amount when outdoor unit outgoing. When installing, calculate the additional charge amount according to actual length of pipe and the matched indoor unit; 


f. Section area of lead wire is only applicable for 15-m distance.If above, increase the section area to avoid overload of current.


g. If outdoor fan of this unit with static pressure is needed, please specially notice it on purchase order.

2. Rated working condition

		

		Indoor side state

		Outdoor side state



		

		Dry bulb temp. ℃

		Wet bulb temp. ℃

		Dry bulb temp. ℃

		Wet bulb temp. ℃



		Rated cooling

		27

		19

		35

		24



		Rated heating

		20

		15

		7

		6





Note: 1. The following listed cooling /heating capacity and noise is tested before outgoing; 


     2. The parameters below are tested under rated working condition. If there is any change to them, please refer to the nameplate; 


     3. The parameters of heating capacity of indoor unit for heat pump excluded that of auxiliary electric heating power. 


4. The performance parameters below are tested according to standard GB/T18837—2002 


3. Allowable Length and Drop Height of Connecting Pipe

Specified according to the following table and figure:

		

		Allowable Value

		Fitting Pipe



		Total length (actual length) of fitting pipe

		150m

		L1+L2+L3+a+b++c+d



		Length of farthest fitting pipe（m）

		Actual length

		70m

		L1+L2+L3+d



		

		Equivalent length

		80m

		



		length from the first branch to the furthest piping


L (m)

		25m

		L2+L3+d j



		Height difference between indoor units and outdoor unit

		outdoor unit above

		30m

		——



		

		outdoor unit below

		25m

		——



		Height difference between indoor units（m）

		10m

		——
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4. Installation Dimension

Outline dimension drawing of GMV(L)-Pd100W/NaB-K 、GMV(L)-Pd120W/NaB-K 、GMV(L)-Pd140W/NaB-K、GMV(L)-Pd160W/NaB-K
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Basic Installation Spaces of GMV(L)-Pd100W/NaB-K 、GMV(L)-Pd120W/NaB-K 、GMV(L)-Pd140W/NaB-K、GMV(L)-Pd160W/NaB-K
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5. The range of production working temperature

		Cooling working range

		Outdoor  temperature 10℃～48℃



		Heating working range

		Outdoor  temperature -15℃～27℃





6. Electrical Characteristics

		Model

		Circuit breaker

		Recommended lead (section×qty)



		GMV(L)-Pd100W/NaB-K

		40

		10.0G①6.0×3mm2



		GMV(L)-Pd120W/NaB-K

		40

		10.0 G①6.0×3mm2



		GMV(L)-Pd140W/NaB-K

		40

		G①10.0×3mm2



		GMV(L)-Pd160W/NaB-K

		40

		G①10.0×3mm2
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