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	1、 产品系列名称：热回收直流变频模块化多联机组
2、 受控文件（版本号：1.1）
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三、受控内容：
<一>、产品性能参数表

<二>、安装基础与环境

<三>、产品安装尺寸示意

<四>、产品电气安装
四、
自我责任声明
本参数表自受控之日起即时生效
从最新参数表下发之日6个工作日，已经下发的如下技术文件必须与最新
的参数表保持一致，否则将追究我的责任：
1、
机组铭牌
2、  机组说明书
我对中、英文版本参数的一致性负责（在中、英文版本均存在的前提下）。

<可选>

参数表更改必须经过商用空调经营部（有的时候还需要出口部）的会签后才能下发或者更改。
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GMV-Pdhm224WNa-M

		

						GMV technical specification

						Heat recovery outdoor unit

						Model		Cooling only				——

								Code				——

								Heat pump				GMV-Pdhm224W/Na-M

								Code				CN851W0020

						Capacity		Cooling		kW		22.4

								Heating		kW		25

						Capacity adjustment range				%		20~100

						EER				kW/kW		4.07

						COP				kW/kW		4.31

						IPLV		Cooling		kW/kW		——

						100%		cooling capacity		kW		——

								power input		kW		——

						75%		cooling capacity		kW		——

								power input		kW		——

						50%		cooling capacity		kW		——

								power input		kW		——

						25%		cooling capacity		kW		——

								power input		kW		——

						ECOP		Cooling&heating		kW/kW		6.8

						Power supply				V-Ph-Hz		3phase,380～415V,50HZ,4wires system

						Power input1		Cooling		kW		5.50

								Heating		kW		5.80

						Input current1		Cooling		A		9.90

								Heating		A		10.40

						Rated input2		Cooling		kW		10.30

								Heating		kW		7.70

						Rated current2		Cooling		A		20.00

								Heating		A		15.00

						Refrigerant		Type				R410A

								Charge volume		kg		12.0

						Compressor		Brand				HITACHI(GUANGZHOU)

								Type				Hermetically sealed scroll type

								Quantity				2.0

						Moisture protection						IP24

						Wiring connection		Area*quantity		mm2		6.0×5

						Connecting pipe		High pressure gas pipe		inch		3/4

								Low pressure gas pipe		inch		7/8

								Liquid pipe		inch		3/8

								Oil balance		inch		1/2

								Connection method				Flare Connection

						Sound pressure level				dB(A)		58

						Outline dimension		W×D×H		mm		930×770×1670

						Package dimension		W×D×H		mm		1010×850×1850

						Net weight				kg		260

						Gross weight				kg		284

						Maximum drive IDU NO.				unit		13

						Max. equivalent connection pipe length				m		175

						Loading quantity				20'GP		12

										40' GP		28

										40' HQ		38

						Operation Range of outdoor unit		Cooling		℃		-10～48

								Heating		℃		-20～27

								Heat recovery		℃		-10～20

						Note:"1" is tested under standard condition:  COOLING:OUTDOOR(℃)35/24,INDOOR(℃)27/19;  HEATING:OUTDOOR(℃)7/6,INDOOR(℃)20/15;
        "2"is tested under rated condition according to CE/Eurovent standard:
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GMV-Pdhm280WNa-M

		

						GMV technical specification

						Heat recovery outdoor unit

						Model		Cooling only				——

								Code				——

								Heat pump				GMV-Pdhm280W/Na-M

								Code				CN851W0010 

						Capacity		Cooling		kW		28.0

								Heating		kW		31.5

						Capacity adjustment range				%		14~100

						EER				kW/kW		3.73

						COP				kW/kW		4.09

						IPLV		Cooling		kW/kW		——

						100%		cooling capacity		kW		——

								power input		kW		——

						75%		cooling capacity		kW		——

								power input		kW		——

						50%		cooling capacity		kW		——

								power input		kW		——

						25%		cooling capacity		kW		——

								power input		kW		——

						ECOP		Cooling&heating		kW/kW		6.8

						Power supply				V-Ph-Hz		3phase,380～415V,50HZ,4wires system

						Power input1		Cooling		kW		7.50

								Heating		kW		7.70

						Input current1		Cooling		A		13.40

								Heating		A		13.80

						Rated input2		Cooling		kW		12.50

								Heating		kW		8.70

						Rated current2		Cooling		A		23.00

								Heating		A		16.00

						Refrigerant		Type				R410A

								Charge volume		kg		12.0

						Compressor		Brand				HITACHI(GUANGZHOU)

								Type				Hermetically sealed scroll type

								Quantity				2.0

						Moisture protection						IP24

						Wiring connection		Area*quantity		mm2		6.0×5

						Connecting pipe		High pressure gas pipe		inch		3/4

								Low pressure gas pipe		inch		7/8

								Liquid pipe		inch		3/8

								Oil balance		inch		1/2

								Connection method				Flare Connection

						Sound pressure level				dB(A)		58

						Outline dimension		W×D×H		mm		930×770×1670

						Package dimension		W×D×H		mm		1010×850×1850

						Net weight				kg		260

						Gross weight				kg		284

						Maximum drive IDU NO.				unit		16

						Max. equivalent connection pipe length				m		175

						Loading quantity				20'GP		12

										40' GP		28

										40' HQ		38

						Operation Range of outdoor unit		Cooling		℃		-10～48

								Heating		℃		-20～27

								Heat recovery		℃		-10～20

						Note:"1" is tested under standard condition:  COOLING:OUTDOOR(℃)35/24,INDOOR(℃)27/19;  HEATING:OUTDOOR(℃)7/6,INDOOR(℃)20/15;
        "2"is tested under rated condition according to CE/Eurovent standard:
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GMV-Pdhm335WNa-M

		

						GMV technical specification

						Heat recovery outdoor unit

						Model		Cooling only				——

								Code				——

								Heat pump				GMV-Pdhm335W/Na-M

								Code				CN851W0030 

						Capacity		Cooling		kW		33.5

								Heating		kW		37.5

						Capacity adjustment range				%		14～100

						EER				kW/kW		3.63

						COP				kW/kW		4

						IPLV		Cooling		kW/kW		——

						100%		cooling capacity		kW		——

								power input		kW		——

						75%		cooling capacity		kW		——

								power input		kW		——

						50%		cooling capacity		kW		——

								power input		kW		——

						25%		cooling capacity		kW		——

								power input		kW		——

						ECOP		Cooling&heating		kW/kW		6.5

						Power supply				V-Ph-Hz		3phase,380～415V,50HZ,4wires system

						Power input1		Cooling		kW		9.23

								Heating		kW		9.38

						Input current1		Cooling		A		16.50

								Heating		A		16.80

						Rated input2		Cooling		kW		16.00

								Heating		kW		11.40

						Rated current2		Cooling		A		28.00

								Heating		A		20.00

						Refrigerant		Type				R410A

								Charge volume		kg		14.0

						Compressor		Brand				HITACHI(GUANGZHOU)

								Type				Hermetically sealed scroll type

								Quantity				3

						Moisture protection						IP24

						Wiring connection		Area*quantity		mm2		10.0×5

						Connecting pipe		High pressure gas pipe		inch		3/4

								Low pressure gas pipe		inch		9/8

								Liquid pipe		inch		1/2

								Oil balance		inch		1/2

								Connection method				Flare Connection

						Sound pressure level				dB(A)		61

						Outline dimension		W×D×H		mm		1340×770×1670

						Package dimension		W×D×H		mm		1420×850×1850

						Net weight				kg		372

						Gross weight				kg		390

						Maximum drive IDU NO.				unit		19

						Max. equivalent connection pipe length				m		175

						Loading quantity				20'GP		10

										40' GP		22

										40' HQ		27

						Operation Range of outdoor unit		Cooling		℃		-10～48

								Heating		℃		-20～27

								Heat recovery		℃		-10～20

						Note:"1" is tested under standard condition:  COOLING:OUTDOOR(℃)35/24,INDOOR(℃)27/19;  HEATING:OUTDOOR(℃)7/6,INDOOR(℃)20/15;
        "2"is tested under rated condition according to CE/Eurovent standard:
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GMV-Pdhm400WNa-M

		

						GMV technical specification

						Heat recovery outdoor unit

						Model		Cooling only				——

								Code				——

								Heat pump				GMV-Pdhm400W/Na-M

								Code				CN851W0040

						Capacity		Cooling		kW		40

								Heating		kW		45

						Capacity adjustment range				%		10～100

						EER				kW/kW		3.21

						COP				kW/kW		4.02

						IPLV		Cooling		kW/kW		——

						100%		cooling capacity		kW		——

								power input		kW		——

						75%		cooling capacity		kW		——

								power input		kW		——

						50%		cooling capacity		kW		——

								power input		kW		——

						25%		cooling capacity		kW		——

								power input		kW		——

						ECOP		Cooling&heating		kW/kW		6.5

						Power supply				V-Ph-Hz		3phase,380～4-15V,50HZ,4wires system

						Power input1		Cooling		kW		12.45

								Heating		kW		11.20

						Input current1		Cooling		A		22.30

								Heating		A		20.00

						Rated input2		Cooling		kW		17.60

								Heating		kW		14.30

						Rated current2		Cooling		A		32.00

								Heating		A		26.00

						Refrigerant		Type				R410A

								Charge volume		kg		16.0

						Compressor		Brand				HITACHI(GUANGZHOU)

								Type				Hermetically sealed scroll type

								Quantity				3.0

						Moisture protection						IP24

						Wiring connection		Area*quantity		mm2		10.0×5

						Connecting pipe		High pressure gas pipe		inch		7/8

								Low pressure gas pipe		inch		9/8

								Liquid pipe		inch		1/2

								Oil balance		inch		1/2

								Connection method				Flare Connection

						Sound pressure level				dB(A)		61

						Outline dimension		W×D×H		mm		1340×770×1670

						Package dimension		W×D×H		mm		1420×850×1850

						Net weight				kg		402  

						Gross weight				kg		420

						Maximum drive IDU NO.				unit		23

						Max. equivalent connection pipe length				m		175

						Loading quantity				20'GP		10

										40' GP		22

										40' HQ		27

						Operation Range of outdoor unit		Cooling		℃		-10～48

								Heating		℃		-20～27

								Heat recovery		℃		-10～20

						Note:"1" is tested under standard condition:  COOLING:OUTDOOR(℃)35/24,INDOOR(℃)27/19;  HEATING:OUTDOOR(℃)7/6,INDOOR(℃)20/15;
        "2"is tested under rated condition according to CE/Eurovent standard:
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GMV-Pdhm450WNa-M

		

						GMV technical specification

						Heat recovery outdoor unit

						Model		Cooling only				——

								Code				——

								Heat pump				GMV-Pdhm450W/Na-M

								Code				CN851W0050 

						Capacity		Cooling		kW		45

								Heating		kW		50

						Capacity adjustment range				%		10～100

						EER				kW/kW		3.14

						COP				kW/kW		3.6

						IPLV		Cooling		kW/kW		——

						100%		cooling capacity		kW		——

								power input		kW		——

						75%		cooling capacity		kW		——

								power input		kW		——

						50%		cooling capacity		kW		——

								power input		kW		——

						25%		cooling capacity		kW		——

								power input		kW		——

						ECOP		Cooling&heating		kW/kW		6.5

						Power supply				V-Ph-Hz		3phase,380～415V,50HZ,4wires system

						Power input1		Cooling		kW		14.32

								Heating		kW		13.90

						Input current1		Cooling		A		25.60

								Heating		A		24.90

						Rated input2		Cooling		kW		18.20

								Heating		kW		15.00

						Rated current2		Cooling		A		32.80

								Heating		A		27.00

						Refrigerant		Type				R410A

								Charge volume		kg		16.0

						Compressor		Brand				HITACHI(GUANGZHOU)

								Type				Hermetically sealed scroll type

								Quantity				3.0

						Moisture protection						IP24

						Wiring connection		Area*quantity		mm2		10.0×5

						Connecting pipe		High pressure gas pipe		inch		7/8

								Low pressure gas pipe		inch		9/8

								Liquid pipe		inch		1/2

								Oil balance		inch		1/2

								Connection method				Flare Connection

						Sound pressure level				dB(A)		61

						Outline dimension		W×D×H		mm		1340×770×1670

						Package dimension		W×D×H		mm		1420×850×1850

						Net weight				kg		402  

						Gross weight				kg		420

						Maximum drive IDU NO.				unit		26

						Max. equivalent connection pipe length				m		175

						Loading quantity				20'GP		10

										40' GP		22

										40' HQ		27

						Operation Range of outdoor unit		Cooling		℃		-10～48

								Heating		℃		-20～27

								Heat recovery		℃		-10～20

						Note:"1" is tested under standard condition:  COOLING:OUTDOOR(℃)35/24,INDOOR(℃)27/19;  HEATING:OUTDOOR(℃)7/6,INDOOR(℃)20/15;
        "2"is tested under rated condition according to CE/Eurovent standard:
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